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• / 15mm(SD500/500H)

• 50 ~450

• 

• OMEGA

• 

• 

• 

• 

ITEM PARTS MATERIAL REMARK

1 BELLOWS SUS304 SUS316(OPTION)

2 FLANGE SS400 SUS304(OPTION)

3 TIERODS S25C

4 GASKET RUBBER

5 BRAIDS SUS304

6 TUBEEND SUS304 PT.OR NPT

14" 10"

TYPE
mm mm

SD500T 1/2 15 10 250 30.5 20 300 20

SD500T 3/4 20 10 250 30.5 20 300 20

SD500T 1 25 10 250 38.0 20 300 20

SD500T 1 1/4 32 10 250 46.0 18 300 20

SD500T 1 1/2 40 12 300 56.0 16 300 20

SD500T 12 300 300 20
SD500H 6 150 20 300 20
SD500T 19 150 10

SD500H 17 300 20
SD500T 18 150 10

SD500H 16 300 20

SD500 150 10

SD500H 300 20
SD500 150 10

SD500H 300 20

SD500 150 10

SD500H 300 20
SD500 150 10

SD500H 300 20
SD500 150 10

SD500H 300 20

SD500 150 10

SD500H 300 20
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Inch mm Inch mm PSI kg/cm^2
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SD500/500H    SIZE 2'~12"

SD500T    SIZE 1/2'~2"

JIS-10K B. S.

DIN ANSI 150LBS




